
V-Seal Products   

Meet ASTM C309 Specifications 

ASTM C309—Standard Specification for Liquid Membrane-Forming Compounds for Curing Concrete 

WHAT IS ASTM C309?  This is an industry testing 

standard that specifies the characteristics and  

performance of materials applied to fresh concrete  

to retain moisture during the curing process.  

Specifically, ASTM C309 sets a maximum allowable 

water loss of typically 0.55 kg/m
2
 at 100°F in 72 

hours. 

 

WHY IS ASTM C309 IMPORTANT?   

Curing compounds ensure freshly placed concrete retains enough moisture to allow for proper  

hydration. This, in turn, improves the durability and performance of the cured concrete, and can  

reduce the risk of early cracking and curling. This testing is often specified by regulatory agencies, 

architects, and project owners looking for assurance that the curing compound has been inde-

pendently tested and meets industry standards.  

 

BACKGROUND.  Three V-Seal products containing a curing compound were tested by multiple 

third party testing laboratories. Each independent laboratory tested V-Seal’s products to determine 

moisture loss over 72 hours.  All testing results confirmed that the V-Seal products listed below meet 

the ASTM C309 testing standards under Type 1 (clear), Class B (resinous). 

PRODUCT AVERAGE MOISTURE LOSS  

(kg/m
2
) 

TESTING LAB 

Industra-Gloss 350 0.54 Froehling & Robertson, Inc 

Industra-Gloss WB 0.48 Penniman & Browne, Inc. 

V-Seal 102 Penetrating Sealer 0.49 Penniman & Browne, Inc. and 

Froehling & Robertson, Inc 

CONCLUSIONS.  In summary, Industra-Gloss 350, Industra-Gloss WB, and V-Seal 102 Penetrating 

Sealer offer a curing compound that meets the ASTM C309 testing standards, and would be ideal for 

use on newly poured concrete where durability and performance are required. 
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